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Shear Beam Load Cell 

Part Number: CELBTD5P 

 

Specifications 
Nominal Capacity 4klb Safe Load 150% FS 

Signal Output at Capacity 3mV/V +/-0.25% Ultimate Load 300% FS 

Linearity Error <0.03% FS Input Resistance 350Ω ± 15Ω 

Non-Repeatability <0.02% FS Output Resistance 350Ω  ± 3Ω 

Combined Error <0.05% FS 
Insulation 
Resistance 

≥ 5000 MΩ at 50V DC 

Hysteresis <0.03% FS 
Excitation Voltage 
(Recommended) 

10V AC/DC 

Creep (30 mins) <0.03% FS 
Excitation Voltage 
(Maximum) 

15V AC/DC 

Zero Balance ±1% FS Cable Type 
4.5mm, Screened, PUR 
Sheath, 4-Core (24 AWG) 

Temperature Effect on 
Span 

15PPM/°C APPLIED 
LOAD 

Cable Length 3 Metres 

Temperature Effect on 
Zero 

26PPM/°C APPLIED 
LOAD 

Material Alloy Steel Tool 

Compensated 
Temperature Range 

-10 to 40˚C IP Rating 67 

Operating Temperature 
Range 

-40  to 65˚C   
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130.0mm 32.0mm 76.2mm 25.4mm 16.0mm 32.0mm ½-20UNF-2B 13.5mm 


